» Mono input channels:
Micro (sensitivity / impedance)
Line { sensitivity / impedance)
Channel gain range

» Stereo input channels:
Line L/R (sensitivity / impedance)
Channel gain range

* All channels:

Equalization

Peak LED indicator

« Dual digital effects processor:
A-D and D-A conversion

Internal DSP

Bandwidth

THD

Time Recorde

+ Master outputs:

Nominal level

Min.output impedance

Frequency response

THD

+ Aux output:

Nom. level / Max.level

¢ L/R line outputs:

Nom. level [ Max.level

+ Built-in amplifiers:

Total output power (watt continuous)
Total output power (watt peak)
Frequency response

THD
Protections

+ Dimensions: (W*H*D)
» weight:

3

-62dB / 2.2 k2
-40dB /10 k2
28dB

1

-50dB /10 kR
34dB

HF : £15dB @ 15KHz (shelving)
MF :% 15dB @ 600Hz (peaking)
LF :*15dB @ 50Hz (shelving)
+28dBu before clipping

Echo+Reverb

24bit / 96KHz Delta/Sigma delta conversion

B4bit

20Hz - 18 kHz
=0.02 %

5.5 Second
(pre-out),LIR
0dB

440

20Hz - 25 kHz
=0.1%

0dB / +20dB

0dB / +24dB

2 (Class D)

300 W RMS

400 W RMS

20Hz - 20KHz

<0.1% /200 W /4%

Electronic delayed power -up
sequence,automatic trouble - shooting,
short eircuit.

42°41*17 cm

13Kg

stereo powered mixer

PT92492ER

Exclusive design

Pishgamane Phone: 66 72 20 93 Pishgamane
Tarrahie g’?gE 66724238 Tarrahie
Sout fax: 66 72 57 02 Sout

www.PTSound.com

www.PTSound.com
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